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Details

Length 400 mm

Height (incl. handle) 180 mm

Width 100 mm

Weight 2.2 kg | 4.9 lbs

Output 700 W

Free Speed (± 5%) 3,200 rpm

Vibration 2.8 m/sec2

Sound pressure level 83 dB(A)



Details

Length 350 mm

Height (incl. handle) 160 mm

Width 70 mm

Weight 1.5 kg | 3.3 lbs

Required flow pressure 6.2 bar | 90 psi

Average air consumption 17.5 cfm | 0.5 m3/min

Free Speed (± 5%) 3,500 rpm

Threaded air inlet Rp 1/4“

Required hose diameter 
(interior) 9.5 mm | 3/8“

Vibration 2 m/sec2

Sound pressure level 83 dB(A)



Details

Length (without battery) 420 mm

Height (incl. handle) 160 mm

Width 80 mm

Weight (without battery) 2.2 kg | 4.9 lbs

Battery Voltage 18 V

Max. output 700 Watt

Free Speed (± 5%) 2,300 rpm

Vibration 4 m/sec2



Details

Length (without cable) 430 mm

Height (incl handle) 240 mm

Width (incl. protection cover) 100 mm

Weight 2.9 kg | 6.4 lbs

Max Output 910 Watt

Free Speed (± 5%) 2,300 rpm



Details

Length 300 mm

Width 125 mm

Weight 1.1 kg | 2.4 lbs

Required flow pressure 6.2 bar | 90 psi

Average air consumption 14.2 cfm | 0.4 m³/min

Free Speed (± 5%) 2,700 rpm

Threaded air inlet G 1/4“

Required hose diameter 
(interior) 9.5 mm | 3/8“

Vibration 1.45 m/sec2

Sound pressure level 84 dB(A)
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