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Elige productos profesionales  
 

 

Medidor de neblina/medidor de 

transmitancia YH 1100 /YH 1000

@ 

@ 

@ 

@ 

En línea con los estándares 

internacionales Incorporada 

<Dl54mm esfera integradora D65, A, C 

tres fuentes de luz Admite medición 

de neblina y transmitancia

• 
Sensor de diodo 

fotónico de silicio de 

doble matriz 

• 
Rejilla cóncava 

• 
Visualización 
espectral 

Pantalla táctil a color 
de 7 pulgadas 





TECHNICAL SPECIFICATIONS 

Model: YH1100 YH1000 

Optical Geometry: Transmission: 0/D (parallel light illumination, diffuse reflection reception) 

Standards compliant: ASTM D1003/1044,ISO 13468,ISO 14782,GB/T 2410, ASTM D1003/1044,GB/T 2410,JJF 1303-2011, 
JJF 1303-2011,CIE 15.2,JIS K7105,JIS K7361,JIS K7136 CIE 15.2,JIS K7105,JIS K7361,JIS K7136 

lntegrating Sphere Size: CD 154mm 

llluminant: 400-700nm LED light so urce 

Spectrophotometric Mode: / 

Sensor: PD array detector, meeting CIE V(A) 2 degree visual response 

Wavelength Range: / 

Wavelength Pitch: 

Semiband Width: 

Transmittance range: 0-100% 

Mea su ri ng Apertu re: ctJ20mm/ct>15mm/ct>Bmm/ct>4mm(Choose one) 

Sample size: The thickness is less than 170mm 

Color Space: 

Color Difference Formula: / 

Other Colorimetric Data: Haze(ASTM D1003/1044,ISO 13468), 
Transmittance T(ASTM) 

Observer Angle: 2° 

llluminants: D65,A,c 

Displayed Data: Pass/fail result 

MeasuringTime: aboutl.Ss 

Precision: 0.01 

Repeatability: ctJ20mm Caliber,< o.os 

Haze(ASTM D1003/1044), 
Transmittance T(ASTM) 

0.1 

ctJ20mm Caliber,< 0.1 
(After the instrument is warmed up and corrected, the standard deviation value of the standard haze sheet with a haze of about 40 is tested at an interval of Ss) 

lnter-instrument Error: ctJ20mm caliber,< 0.4 
(After the instrument is warmed up and corrected, test the standard deviation of the haze standard haze sheet and the reference value at an interval of Ss) 

Size: Length X Width X Height=290x211x511mm 

Weight: About 7.6 kg 

Power Supply: DC 24V, 3A Power Adapter 

Light Source Device Life: 5 years, more than 3 mi Ilion times measurements. 

Display: 7" TFT Capacitive Screen-toueh Display 

Data Port: USB & Print serial port 

Data Storage: Standard 1000 Pes, Sample 20000 Pes 

Language: Simplified Chinese, Traditional Chinese, English 

Standard 1000 Pes, Sample 20000 Pes 

Working Environment: Temperature: 0~40ºC; Humidity: 0~85% (No Condensation) 

Storage Environment: Temperature: -20~50ºC; Humidity: 0~85% (No Condensation) 

Standard Accessory: Power adapter, manual, quality management software (download from official website), data cable, 0% calibration box, measuring caliber 

O pti o na I Accessory: Micro printer, test fixture, standard haze film, foot switch 

Notes: The speeifieations are subjeet to ehange without notiee. 

SHENZHEN THREENH TECHNOLOGYCO., LTD. 

Address:F/6, Block5B, Skyworth lnno Valley, Tangtou 1st Road, 

Shiyan, Baoan District, Shenzhen, P.R. China 

Service Hotline: 400-666-2522 

Tel: 86-0755-26508999 

Email: 3nh@3nh.com 

Fax:86-0755-27190609 

The specifications and design may be changed without notice. 




	页 1
	页 2
	页 3



